


May we take this opportunity to thank you for purchasing this Pop Idol 
karaoke machine. We strongly suggest that you carefully study these 
instructions before attempting to operate the system, and that you note all 
the listed precautions. 


We trust that this product will give you hours of listening pleasure, and 
provide years of unparalleled performance. As with any new electrical 
product please be patient and allow at least 36 hours use before all 
components have acclimatized themselves with your surroundings, and 
found their optimum working temperature. 
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SAFETY INSTRUCTIONS 


CAUTION: To reduce the risk of electric shock, do not remove any cover. 
NO USER-SERVICEABLE PARTS INSIDE, REFER ANY SERVICING TO 
QUALIFIED SERVICE PERSONNEL. 


* Read and keep these instructions available for future reference. 

* For indoor use only. 

* The unit must only be connected to a suitable mains power supply using 
the mains power lead provided. 

* To reduce the risk of fire or electrical shock, do not expose this unit to rain 
or moisture. 

* Unplug the unit from the wall socket during lightning storms and when it is 
not going to be used for a long period of time. 

* Take care that foreign objects do not enter, or liquids are not spilled, 
into the enclosure through any openings. If this should happen, refer to 
qualified service personnel before attempting to use. 

* Ensure adequate ventilation - do not cover this unit with curtains, etc. 

* Do not install near any heat source, such as radiators, or other equipment 
that produces heat. 

* Protect the mains power cable from being damaged 

* Handle the microphone carefully, dropping or other shocks may cause 
failure.. 

* Only use the system with the supplied components, do not attempt to use 
with any other mains power supply adapter or microphone. 

* If the system is not going to be used for a time, remove the battery to 
prevent leakage. In the event of electrolyte leakage inside the battery 
compartment, carefully remove using a damp cloth. Take care not to get 
battery electrolyte in contact with your skin, however, if it does, wash your 
hands under a running tap. If electrolyte comes into contact with your 
eyes, seek medical advice immediately. 

* Only replace the batteries with the same or an equivalent type. 

* Please dispose of old batteries in an environmentally friendly manner in 
accordance with the relevant legislation. 

* Do not use any solvents to clean any part of the BBK-2 system. 


CAUTION 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


CAUTION: TO REDUCE THE RISK OF 
ELECTRIC SHOCK, DO NOT REMOVE 
COVER OR BACK. NO USER SEVICEABLE 
PARTS INSIDE. REFER SERVICING TO 
QUALIFIED PERSONNEL. 


EXPLANATION OF SYMBOLS 

The lightening flash symbol with the arrowhead within an equilateral 
triangle is intended to alert the user to the presence of uninsulated 
‘dangerous voltage’ within the product’s enclosure that may be sufficient to 
constitute a risk of electric shock to persons. 

The exclamation point within an equilateral triangle is intended to alert the 
user of important operating and maintenance instructions in the service 
literature relevant to this appliance. 


UK MAINS PLUG DETAILS 

For your convenience a mains plug with a fuse (3 Amp) has been fitted to 
this appliance. For your safety please observe the following information. 
The BBK-2 is designed to operate on AC mains supply between 220 and 
240 volts, 50 Hz. 

The wires in the mains lead are coloured in accordance with the following 
code: 

BLUE NEUTRAL 

BROWN LIVE 

Under no circumstances should the Neutral or Live wires be connected to 
the ‘E’ (Earth) terminal. 
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Insert one end of the supplied power cord in the AC in jack and the other To use the BBK-2 on batteries, you must unplug the AC power cord 
end into the wall outlet. from the unit and insert 6 x “C” size alkaline batteries (not supplied) in 


the compartment. Replace the old batteries with new ones when the sound 
becomes unstable or cannot be heard. 


ADJUSTING THE SOUND 


* To increase the volume, turn the MAIN VOLUME control to the right. 


* To decrease the volume, turn the MAIN VOLUME control to the left. 


LISTENING WITH HEADPHONES 


NOTE: Headphones are not included 
Connect the headphones to the headphones jack socket (3.5mm) on the front 
of the unit. The sound from the speakers will be turned off automatically. 


CAUTION: Set the volume to a low level before using the headphones. 
Gradually adjust the volume control to a comfortable listening level. Do not 
play the volume too loudly for extended periods of time. 





SINGALONG KARAOKE FEATURE 


GETTING THE MICROPHONE READY 
Plug the microphone into the microphone socket. Set the microphone ON/ 
OFF switch to the ON position 








VIDEO CONNECTION: 
Connect the (included) yellow video cable from the socket marked AV on 
the rear of the BBK-2. 


Connect the other end of this cable to the Video IN socket on your TV. You 
will then need to select your TV’s ‘AV/EXT’ channel using your TV remote 
control. 


NOTE: If your TV does not have a video input socket, you may be able to 
connect to the SCART socket on the back of the TV, using the SCART to 
Phono adapter. You may also be able to connect using your VCR, using an 
adapter to connect to the video IN socket. 


You can also use an RF Modulator (available from many TV retailers or 
electronics shops) to connect the BBK-2 video output to the aerial input of 
your TV. 
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Graphics output is only available when playing CD+Graphics discs. 


SINGALONG 

This feature allows you to singalong with the selected source. 

NOTE: You will hear your voice along with the selected source through the 
speaker. 


1. Play your desired source (CD or TAPE). Refer to appropriate sections for 
details. 


NOTE: The automatic voice control (AVC) feature will not work with normal 
compact discs, but the feature can work with a karaoke CD or a karaoke 
specific audio tape recorded in Multiplex. 





— = 


2. Sing or speak into the microphone. 


SINGALONG CONTINUED USING AUTOMATIC VOICE CONTROL (AVC) 

3. Adjust the volume of your voice with the MICROPHONE VOLUME NOTE: Sometimes, when singing karaoke it is easy to loose your place or 
control. become embarrassed. When playing the vocal track on a multiplex karaoke 
disc, it is possible to replace the singers voice with your own as soon as 
you start singing into the microphone by using the ‘AVC’ control. If you then 
subsequently stop singing, the singer on the recording will resume to pick 
up where you left off. 


1. Push the AVC switch to ON. 











2. Play the music source. Refer to “listening to a tape” or “ listening to a CD” 
for more details. 





LISTENING TO A CD 


LOADING A CD 
1. Set the function switch to CD. 
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‘Tape/ Off CD 


2. Press the OPEN/CLOSE button on the top of the CD lid to open the CD 
door. Place a CD into the CD drive with the label uppermost. Close the CD 
lid. 

































































GENERAL OPERATION 

1. Press the PLAY/PAUSE button to 
begin CD play. The PLAY/PAUSE 
indicator will illuminate. 


2. Press the PLAY/PAUSE button 
again to momentarily pause CD play. 
The track number on the LED display 
will flash. 


3. Press again to resume CD play. 


4. Press the STOP button to stop CD 
play. 


SKIP-SEARCH BUTTON 

Press the SKIP FORWARD or SKIP 
BACKWARD buttons to select a 
particular track. Press and hold SKIP/ 
SEARCH forward or backward button 
to quickly advance through music. 
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Press the PLAY/PAUSE button to 
begin selected repeat play mode. 




































































PROGRAM PLAY 


1. Whilst in stop mode, press the 
PROGRAM button. The track number will 
then flash on the LED display. 














2. Use the SKIP UP/DOWN buttons to 
select the first track you wish to program. 














3. Press the PROGRAM button to 
memorise this track. 














4. Follow points 2 and 3 to select and 
memorise other tracks. The BBK-2 is 
capable of storing up to 20 tracks into its 
memory. 

































































5. To begin playing the program, press the 
PLAY button once. 


6. Press the STOP button to stop 
program play. 


7. Press program followed by PLAY/ 
PAUSE to resume program play. 


8. Pressing STOP or selecting the 
TAPE function will erase the track 
order from the memory. 


LISTENING TO A CASSETTE TAPE 


1. Set the function switch to TAPE. 
We recommend that you only use 
type 1 normal bias cassette tapes. 


4. Adjust the sound using the main 
volume control 








Tape / Off CD 





2. Press STOP/EJECT to open the 
cassette door. Insert a tape into the 


deck and close the door. . 
5. The tape stops automatically at the 


end. Press the STOP key to manually 
end tape play. 


3. Press the PLAY button to start 
tape play. 
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RECORDING 


RECORDING FROM MICROPHONE RECORDING FROM CD 

This unit is equipped with ALC (automatic level control) circuitry that 1.Load CD (refer to general operation for more details). 
automatically sets the recording to the optimum level. Adjusting the volume 
does not affect the recording. We recommend that you use only type 1 
normal bias cassette tapes. 


1. Press stop/eject to open the cassette door. Insert a blank tape in the deck 
and close the door. 





2. Press the cassette RECORD and 
PLAY button at the same time to 
commence recording. 





2. Plug in the microphone. Refer 
to “getting microphone ready” for 
details. Sing or speak into the 
microphone. 




















3. Press the PLAY/PAUSE button to 
begin CD play 


3. Press the RECORD key. The 
PLAY key is automatically engaged. 


4. Press STOP to manually end 
recording. 





TROUBLE SHOOTING 


Check the following guide for problem resolution. 











connected properly 





Microphone not 


Set the MIC ON/OFF 





working switch to ON 
VOLUME control is at Set the VOLUME 
a minimum control to proper 
sound level 





Wrong function is 
selected 


Select the appropriate 
function 





Stereo headphone 
plug inserted into the 
headphone jack 


Remove stereo 
headphone plug from 
the headphone jack 


tracks and time are 
not displayed 


upside-down 


PROBLEM POSSIBLE CAUSE SOLUTION PROBLEM POSSIBLE CAUSE SOLUTION 
General CD Player 
No sound is heard Power is not on AC plug not Disc is inserted but Disc is inserted Insert disc correctly 


( label up ) 





Disc is dirty 


Wipe clean with soft 
cloth 





Disc is scratched 


Use a new disc 





Disc is seriously 
warped 


Use a new disc 





Moisture has formed 
inside the CD deck 


Take out the CD and 
leave the CD player 
open for about an 
hour to dry 











PROBLEM 


POSSIBLE CAUSE 


SOLUTION 





Cassette Deck 





Tape sound is 
unsteady 


Capstan is dirty 


Clean the capstan 





Certain sections of the 
disc are not played 
normally 


Disc is dirty 


Wipe clean with soft 
cloth 








Disc is scratched 





Skip over scratched 
sections; otherwise 
replace the disc 





Irregular cassette tape 
winding 


Replace tape 





Cannot record 


Cassette’s erasure 
prevention tabs are 
broken 


Replace tape or cover 
tabs with adhesive 
tape 





Recorded tape sound 
is distorted 


Dirty head 


Clean head 





Faulty cassette tape 


Replace cassette tape 





High frequency of 
tape sound is weak 








Dirty head 





Clean head 
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CARE AND MAINTENANCE 


Handle your compact discs, cassette tapes, and tape deck carefully, and 


they will last a long time. 


* Use a soft, clean cloth moistened with plain luke warm water to clean the 
exterior of the unit. 

* Never use solvents such as benzene or other strong chemical cleaners 
since these could damage the unit’s finish. 

* It is important that no liquid reaches the inside of the unit. 


COMPACT DISCS 

* Remove the CD from the case by holding it at the edges while pressing 
the centre hole lightly. 

* Do not touch the shiny surface of the CD or bend the CD. 

* Place the CD into the open tray positions with the label facing up. 

* Adirty CD may not play correctly. If a CD becomes dirty, wipe it with a 
soft cloth in a straight line from centre to edge. 

CAUTION: Do not use any solvent (eg: record sprays, thinner, benzene, 

etc.) to clean CD. 

* Put the CD back in its case after use to prevent warping. 

* Be careful not to scratch the surface of the CD when placing it back in the 
case. 

* Avoid exposure to direct sun light, temperature extremes, and moisture. 





CASSETTE TAPES 

* If the tape is loose in its cassette, take up the slack by inserting a pencil 
in one of the reels and rotating. 

* If the tape is loose it may get stretched, cut, or caught in the cassette. 


* Do not touch the tape surface. 

* To prevent recording from being erased accidentally, remove the tabs A 
and B. 

* To record after the tabs have been broken off, reseal the slots A and B 
with a piece of adhesive tape. 


eae 
CLEANING THE TAPE HEADS AND TAPE PATH 
For continued high performance from your cassette deck, periodically clean 
the head, pinch roller, and capstan. We recommend cleaning after every 
20-30 hours of operation. To clean the tape deck, press the stop/eject key to 
open the deck door. Remove any cassette in the deck. Make sure that the 
power to the unit is off. Moisten a cotton swab with isopropyl alcohol or a 


special head cleaning fluid. Carefully rub the face of each head, pinch roller, 
and capstan with the moistened cotton swab. 


TAB “B" 











Cotton Swab Capstan 
| Pinch roller 
Ima 
A: NY 
2 
Erase Head Tape Head 
ADDITIONAL INFORMATION 


The BBK-2 is fitted with a direct audio output from the CD+G player. These 
are located on the rear connection plate, next to the yellow AV output socket. 
These contain audio from the CD player only, and will not reproduce any 
audio signals from the cassette or microphone. 
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SPECIFICATIONS 


Auto stop system 
ALC- Automatic record Level Control 
Soft eject system 


CD 

Compact disc player (8 & 12cm disc compatible) 

CD+G output 

AVC (Automatic Voice Control) with multiplex CD+G discs 
Programmable memories 

Repeat play function 


AUDIO CONTROL 

Rotary volume control 

3.5mm stereo headphone jack 

Mic volume control 

Mic echo (off/low/high) 

Microphone input (6.35mm) 

CD+G video output (RCA coaxial) supplied 
Stereo (L/R) audio output 


SPEC 

Output power: 1.5W (MAX) x2 

Operates on AC 230V 

DC-9V with 6x UM-2/ “C” size/ LR14 batteries (not included) 
Size of unit: 280mm (W) x 160mm (H) x 280mm (D). 


CONTACT DETAILS 


In the event of any problems installing or using this Pop Idol karaoke 
machine, please contact your local retailer or ring the Acoustic Solutions 
Helpline on 01327 340601. 


Please be advised this line is manned from 9:00am until 1:00pm, and 
2:00pm until 4;30pm, Monday to Friday. 


Acoustic Solutions Limited 

Grand Union Buildings 

54 High Street 

Weedon 

Northampton 

NN7 4QD 

Fax +44 (0) 1327 342298 
enquiries@acousticsolutions.co.uk 
www.acousticsolutions.co.uk 


© Acoustic Solutions Ltd 2002, all rights reserved. Specifications are subject 
to change without notice. E&OE. 
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